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Advance Bio-Photon Analyzer

The Advance Bio-Photon Analyzer is one of the most ad-
vanced and sophisticated Isopathic generator ever made,
while it remains the most simplest to use. The ABPA was
developed for the chemical and allergy sensitive clients. The
ABPA can make a self tuned custom Isopathic remedy in less
than 40 seconds with a range of 0-cmm using intelligence

auto potency internal software. The ABPA is the only instru- S

ment on the market that contains safety codes software that
is both used in the A2 and transferred into the Isopathic me-
dia. Just think you now have an instrument that can make
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advance custom non-magnetic sensitive homeopathic reme-
dies called Isopathic. No more trips to the store to find multi-
ple remedies the ABPA can auto scan and find the best rem-
edy and potency in just 40 second! And safe enough that a
child can use, smart enough to figure how to remove ener-
getic stress and stabilize you.

Q: Just ask you're self, what is my health worth to me??
A: Everything !!!!

® & & & & & & 6
ADVANCE BIO-PHOTON ANALYZER

Features

Specifications

#1 instrument used to remove stress form the cellular system
Used in many allergy eliminations protocols and techniques
Self tuning to the users energetic system needs

Auto Potency Range 0 — CMM (APR)

Auto phasing range IN phase / OUT phase

Weight: 4.5 LBS.

Size: 3%"H, 11 1/2"W,10% "D
Switches: 8 Toggles

Wells: 4" Input, 4" Output, Photograph
Battery Power: 9 Volts Alkaline

Isopathic safety codes design for chemical and energy sensitive A/C Power: 12VDC @ 500 Ma a/c wall
Safety codes reduces the healing crisis reactions in many cases plug

(

Portable power source runs on 8 VDC battery or AC wall adapter

Can be used 24/7/365 to search and stabilize automatically
Able to clean up food and other consumable product
Creates Isopathic countermeasures that reduces stress on us

Find internal/external weakness and energetically strengthens them

Balances all energetic system so stress free harmony will work
Goof proof, simple to uses

15 years of proven technology

No need to buy expensive allergy vials, now make custom vials

Antidote  Balance  ON OuTPUT

Alicaline

Plastic Type: ABS Plastic

Scan Cable: 10’ flex wrap cable
Warranty: 3 Year Limited

Drop resistance: 3 feet

Software Knowledge: None needed
Internal software: Proprietary Sealed
Airport X-ray scans: Yes, Safe
Isopathic fail: Strong Ultra Violet light
ONLY

Why pay for expensive generic ho-
meopathic vials when at the end of
the day you may have used them
only a few times. The ABPA will
make custom designed Isopathic
remedies to your subject. Perfectly
tuned for there needs and includes
the safety codes for additional pro-

ON ON oN Barery tection to prevent healing crisis
® ®»n © @ Auto ﬁ @ - from occurring.  Just think of it as
Baied™ Themissi  Demmering . ® 0 @ s your safety net!l Once you use the
IDF.  Sensitivities  Field Copy  Neutralize OFF i Animal ABPA you will wonder how you
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DISCLAIMER

The information covered is to be used for educational and training purposes only.

The instrument CANNOT diagnose or indicate what problems are present or what
treatments are need. Never wait or delay in seeing your certified health care pro-
fessional for help.

This manual describes the Advance Bio-Photon Analyzer (A2) as a teaching tool to understand Intrinsic Data Fields
(IDF). The ABPA is different form most scientific instruments, in that it operates in areas beyond the capability of tra-
ditional electromagnetic analyzers and spectrometers. IDF are informational fields and can occur with, or be super-
imposed upon, electromagnetic fields. IDF can also exist without electromagnetic fields.

The goal of this instrument is to reduce negative effects of stress from the environment which can overload the en-
ergy handling system of the body. At the same time, it is designed to increase the usable energy, improving the
overall function and performance of the body's self-regulating mechanisms. Natural healing enthusiasts around the
world use this strategy to maintain a healthy state for themselves, their families, and pets. We believe this cutting
edge technology can help everyone to achieve a healthy edge for a healthy future.

The Advance Bio-Photon Analyzer (A2) uses subtle energy intrinsic data scanning technology to assess the imbal-
ances of stress in the energy field only of the object scanned and will create an energetic Isopathic Countermeasure
to remove stress from the energetic object only.

The APBA is a research device designed to investigate and influence the natural communication of these subtle en-
ergy data fields. Any perceived benefits which may be observed when using this equipment will be the direct result
of improvements in the communication of the Inherited Data Fields within a subject or object and the effect these
fields have on natural regulating mechanisms and/or the natural healing system.

Results may vary due to the unknown levels of stress present in each energetic object scanned.

The Advance Bio-Photon Analyzer (A2) is a therapeutic counter stress intrinsic instrument ONLY! These therapeutic
intrinsic energies will help the energy field of the object to become more balanced. It will help remove energetic
stress that may reduce the ideal function and performance of the energetic object in question.

If you wish to connect the Advance Bio-Photon Analyzer (A2 or AM3) to another instrument or outside equipment,
vice for use with the Advance Bio-Photon Analyzer (A2), and if a Device Interface Cable may be needed. The Advance
Bio-Photon Analyzer (A2 or AM3) can usually be connected to 1) frequency generators, 2), sweep function genera-
tors, 3) Rife machines, and 4) frequency output devices, but ALWAYS check with us first. The Advance Bio-Photon
Analyzer (A2 or AM3) should NEVER be connected to 1) radionics devices, 2) bio-scanner devices, 3) bio-sweep de-
vices, or 4) orgone energy devices. Serious damage may result from such usage and the Manufacturer's Warranty
will be voided if such a connection has been made.

Please use this Advance Bio-Photon Analyzer (A2) with the guidelines and boundaries set forth by this User Manual.

The Advance Bio-Photon Analyzer (A2) is NOT a Radionics or Scalar device of any type and should not be associated
as one. If you have questions about the Advance Bio-Photon Analyze, please contact the Distributor from whom you
purchased the instrument, or our website, www.A2SRC.com.

Always consult with your certified health care professional to verify that such equipment is right for you. Use only
with the direction and guidance of your certified health care professional. Never use any instrument or device with-
out checking first.
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This is NOT a medical device by any means. The Advance Bio-Photon Analyzer (A2)
works totally on the energetic stress body of the energy field of said object. ALL
references are made in the relationship to the energy field of said object — NOT the
physical body.

We make NO medical claims and do not support any medical treatments.

MANUFACTURER'S LIMITED WARRANTY COVERAGE

The A2 Service and Repair Center is the only authorized center to repair and reprogram the Advance Bio-Photon
Analyzer (A2), Advance Matrix 3 System (AM3), and other products which Innovative Concepts produces. The A2 Ser-
vice and Repair Center website is: www.A2SRC.com.

The Advance Bio-Photon Analyzer (A2) and Advance Bio-Photon Analyzer Advance Matrix 3 System (AM3) come
with a 3-year Limited Warranty. This Limited Warranty covers the main unit and all other parts, including the Interna-
tional Power Supply Kit (IPS) and the 10’ Scan Cable. This Limited Warranty covers switches, indicator lights, im-
printer, wells, PCB, and the black plastic enclosure box. Repairs of such units may occur if needed. In some very few
cases, the unit may need to be replaced, but this is only if deemed necessary by officials of Innovative Concepts.

All other products not mentioned above have a 1-year Limited Warranty. This will cover repair or limited replace-
ment of said devices.

The user is responsible for shipping the unit to the A2 Service and Repair Center for repairs. After repairs are com-
pleted, the A2 Service and Repair Center will ship the unit back to the user and pay for shipping within the continen-
tal U.S. All other shipments coming from outside the U.S. must be arranged and finalized with the A2 Service and
Repair Center before any work on the unit begins.

MANUFACTURER'S WARRANTY EXCLUSION

Warranty Exclusion may occur if the ABPA has been breached or tampered with. The ABPA (A2 and AM3) System
uses tamper-proof screws and sets to protect the Wave Guide in the unit. The Wave Guide is a precision-tuned
alignment device that is required for the Safety Codes to function. Without this Wave Guide, the Safety Codes may
not function correctly. If the enclosure is opened or breached, the Wave Guide will be altered from the original fac-
tory setting. This will cause the unit to render a neutral safety function within the unit and corrupt the software so as
to prevent downloading from occurring. If the A2 Service and Repair Center finds such tampering to alter, modify, or
re-create the device, the Manufacturer's Warranty will be voided. The A2 Service and Repair Center will not repair or
replace the unit.
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Dr. Alan Wx

Alan Back, N.D. is the creator of the Advance Bio-Photon Analyzer along several other Health recovery de-
vices being used world wide. As child prodigy in electronics for 34 years along with his Military training in
electronics which has helped to back up his years of research; He has dedicated his life to Research and Equip-
ment Development in Energetic Sciences for the past 18 years. With his main focus on Allergy Elimination,
body balancing in and Chemical Sensitive recovery. Consulting with numerous Health Practitioners to create
new equipment, along with sittings on the board of Frequency Energetic Medicine with world class Doctors
and Researches who are setting standards and practices in the field of Energetic Sciences. He is considered one
of the world’s authority and industries leader in the field of Energetic Sciences.

After being brought to his attention by his mentor Dr. Deloris Spence Chemical Sensitive people were some of
Health Practitioners greatest challenges and growing in numbers. This was something that mainstream Medi-
cine did not address due to their extreme energetic sensitivities. Dr. Spence proposed a challenged for him to
find a way to help those stricken so they could regain their health and get their lives back by recovering them.
Rising to the challenge led to the instrument known today as the A-2 (Advance Bio-Photon Analyzer) and the
AM3 (Advance Bio-Photon Analyzer / Matrix 3 System) and with close to 35 different such medical devices
he has created over his carcer and with years of rescarch he has found it be extremely encouraging, not only
did this instrument perform well on Chemical Sensitivities Clients recovery processes, but also helped on other
health issues and challenges that faced Health Professionals on non-chemical sensitive clients with a wide
range of applications on energetic levels through out the bodies systems.

Alan’s development of cutting edge equipment has helped bring the Natural Health Professionals Practices out
of the dark ages of trecatments and therapies that were antiquated and mystical in nature into a more updated
and modern therapies with electronic devices that have been proved to be more reliable.  Using the knowl-
edge gained in the U.S. Army as Technical Service for Special Operations Group specializing in Electronic and
Non Conventional Warfare, serving both Overseas and Stateside gave him a leg up on the competition. Having
wonderful success with his equipment over the years was not enough he soon enriched his person by attending
Trinity College of Natural Health there he started to explore ways he could use his specialized training to help
those who needed help so he went to work by obtaining the title of Doctor of Natural Health (N.D.) and
C.N.H.P. (Certified Natural Health Professional).

Today along with his wife Dr. Misty Back and other college’s he continues to work on new cutting edge equip-
ment, therapies, educational seminars and consulting In his constant efforts to help everyone to gain the cutting
edge with knowledge of treatment and recovery challenges available.
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CONTENTS OF YOUR ABPA PURCHASE

Advance Bio-Photon Analyzer - Model A2

User Manual - what you're reading right now!

International Power Supply Kit — with four adaptors for overseas use

Scan Cable - 10 feet long, black, with a green LED at one end on the tip

Top Ten Procedures - laminated

Optional Items — additional accessories you may have ordered

Disclaimer Information, Manufacturer's Limited Warranty Coverage, and Manufacturer's Warranty Exclusion

Warranty Registration Sheet — please complete the information and return to A2 Service and Repair Center

Please open the shipping box carefully as contents may have shifted in transit. Make only a very shallow cut if using a
box cutter. Please save the shipping box, as you will need to use the original shipping box for future service and possible
upgrades,

Make sure all switches are either in the “OFF” or "AUTQ" positions. Place the International Power Supply (used in all
countries) into the Power Jack (located on the right side panel, in the lower left area), and plug the unit into the wall out-
let.

Power Chime Serial Number

9-volt battery (not
included)

Bi-directional Port for LED Scan Cable, optional Device Interface Cable and other approved accessories
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ANNA PROCEDURE

There is a method to follow in using the ABPA which makes a quick and easy matter of a sophisticated procedure. This
method refers specifically to the settings of the Core Group toggle switches located in the center of the face of the ABPA,
It is the most popular sequence used and the fastest way to achieve successful results with the instrument.

We will call it “ANNA", an acronym for
1) “ANtidote”, 2) "Neutralize" + 3) "Auto”, 4) "auto”.

Inspect and clean wells before use. Place the sample object into the INPUT well, and/or the photograph into the SAMPLE
well. Place the target object into the OUTPUT well.

1. "ANtidote": Place the left toggle switch in the “Antidote” position.

2. "Neutralize": Place the center toggle switch in the "Neutralize” position. “ON-OFF": Place the right toggle switch in
the "ON" position. The ABPA will run the “Antidote”-“Neutralize” scan for 40 seconds (during which time the green
LED lights at the bottom of the face of the ABPA will be on, each for five seconds in a sequence from left to right). At
the end of 40 seconds of time, you will hear a ding-dong chime. This will be your signal to turn the right toggle
switch to the "OFF" position.

3. “Auto”: Place the left toggle switch in the "Auto” position.
4. "auto™ Place the center toggle switch in the "Auto” position.

"ON-OFF": Place the right toggle switch in the “ON" position. The ABPA will run the “Auto”-"Auto” Isopathic Countermea-
sure for 40 seconds (during which time the green LED lights at the bottom of the face of the ABPA will be on, each for
five seconds in a sequence from left to right). At the end of 40 seconds of time, you will hear a ding-dong chime. This will
be your signal to turn the right toggle switch to the "OFF" position. This is the end of the ANNA procedure.

This ANNA procedure is the favorite among many users and researchers because it instructs the ABPA to scan the great-
est amount of energetic patterns and sources of stress in the shortest period of time. As the ABPA scans these energetic
patterns of the Research Subject, it creates what researchers call an Isopathic Remedy or Isopathic Countermeasure, de-
signed to alleviate stress on the Research Subject. These are then transmitted in the form of vibrational patterns which
can cover great distances.

Antidote Balance Antidote  Balance ON
@ e B ®nm® @
Copy  Neutralize OFF Copy  Neutralize OFF
1) “ANtidote”, 2) “Neutralize” 3) “Auto”, 4) “auto”
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ABPA A2 TOP TEN PROCEDURES

Quick Fix Protocol - Alan Back’s favorite daily balancing procedure. It takes about three minutes, and no photo is
required. (The ABPA can perform this ANNA procedure without using a photo, without a biological sample, and
without using a homeopathic remedy medium in the OUTPUT well.) Have the Research Subject place his or her fin-
gertips of the left hand over the front edge of the INPUT well, and fingertips of the right hand over the front edge
of the OUTPUT well, being careful that the fingertips do NOT the sides or bottoms of the wells. (Fingertips and fin-
gernails are very strong emitters photonic energies.) Run the ANNA procedure, turning the OFF-ON toggle switch
while leaving both hands in both wells, and moving the toggle switch with the right thumb of the right hand. The
1-2 Step (aka Quick-Fix) is used 95% of the time. Standard ANNA Procedure is used for this procedure been previ-
ously referred to, casually, as the “1-2 Step”. And Alan Back personally recommends this about 95% of the time. In
this Procedure, the Subject’s left hand is placed into the bottom half of the INPUT well (without letting the finger-
tips touch the bottom or the sides, although there is not a problem for the fingernails to touch the bottom). Scan
Cable Use for Specific Areas of concern (tennis elbow, sore muscle) 24/7 Sending Unit

Scan Cable Use for Food Clearing and Optimizing - The ABPA Scan Cable is 10 feet long and plugs into the XXX on
the side of the unit. The Scan Cable, like the INPUT well and OUTPUT well, should be kept meticulously clean. There
are several ways the Scan Cable can be used. It can be wrapped around a bag of groceries. The ABPA by way of
using the Scan Cable will search the food for allergens to the Subject and provide a counter-measure. Also, the
Scan Cable can be wrapped around a part of the body, such as a wrist or knew, that will aid that part of the body
that the Scan Cable is wrapped around. In grocery scan cable section - All foods are subject to toxic chemicals,
many airborne, even if they are grown organically.

Creating a Personalized Reagent Isopathic: See Isopathic

Creating a Generic Isopathic Imprint: See Imprints

ANNA into a bottle of drinking water - Daily, do a scan each day, and neutralize into a bottle of drinking water to
drink throughout the day.

Environmental Detox using Coffee Filter — You will need a blotter agent (such as a coffee filter) and a sealable plas-
tic bag. Tack the coffee filter to a post or tree to collect outdoor contaminants for a week. Then it should be placed
in a sealed plastic bag and labeled as to area, date, and location.

Home and Office Detox - (Broadcasting for “gunk” contamination indoors using adhesive tape and photo samples,
and bottle of misting water) also vehicles, fields, herds. Touch tape where dust will gather. Do it for each room of
the house. Do ANNA with each tape sample from each room and put it in one spritzer (or mister) bottle of water
(or mister) and aim toward all four upper corners of room and center of ceiling of each rcom. Also from furnace
vents and air intake vents, pet hair, The photograph becomes a representative sample of the room; the sample
tape with the room's contamination attached to it also becomes another sample of the room. Subjects who are
very chemically-sensitive to their everyday indoor environment can easily and quickly make an Isopathic Counter-
Measure following this procedure. Take a small (approximately six-ounce) plastic mister bottle and fill it half full of
water. Take a piece of adhesive tape about 6" long and collect samples from furniture, walls, floorboards, trim
boards, room décor items, curtains or window coverings, and carpet or floor coverings. Fold the tape in half with
the sticky sides together and put the tape sample in a clean, sealed, small plastic bag. Label the bag with the date
and location of the source of the tape sample (such as “office”, “living room”, "bedroom”, “bathroom”, “playroom®,
etc.). Put the adhesive tape sample sealed inside a small plastic bag and place in the INPUT well. Use the

Memory Mapping - Take Subject photo, vial of half water and half alcohol in OUTPUT well, Auto, auto while in
training mode {during the time she’s competing or training); write paragraph of information about her workout
training; Workout #1, date; workout #2, date; use on any sport, high-performance workout; her workout was con-
stantly being monitored by the ABPA and dumping it into vial to optimize performance to create stability; memo-
rized what she was doing throughout course; machine turned on while she was working out; she documented; was
gathering data on the athlete; take 2 or 3 best workouts of group of workouts, put in vials, keep running those

To remove the energy of a previous homeowner: See Detox

. Kinesiology Imprinting - Kinesiology Imprinting; tooth:00:43:00 put index finger of right hand on the troubling

tooth, or on the facial cheek area adjacent the troubling tooth. Place the fingertips or the index finger of the left
hand into the INPUT well. Do not let the fingers touch the sides or bottom of INPUT well. Make an Isopathic
Counter-Measure with water, alcohol, or glycerin.



ADVANCE BIO-PHOTON ANALYZER

User Manual
ABPA Model A2

Thank you for your purchase of the ABPA. The ABPA, an ac-
ronym for Advance Bio-Photon Analyzer Model A2, is of ex-
ceptional concept, design, and manufacture. It is easy to use.
It has been accurately and precisely engineered - so it per-
forms the way it was designed to perform. It is exclusive -
there's no other instrument anywhere in the world that has
been designed to do what this one does. Wow! What a con-
cept!

We know that as a purchaser of the ABPA, you have already defined yourself as a forward-thinking, motivated individ-
ual who desires a life of vibrant health and well-being. We thank you and value your participation in joining us so we
can all learn more about ways to apply this unique and exciting technology. This is a fun, effective, wonderful technol-
ogy that we're all excited about. As a team, all of us join together in wishing you every success with the ABPA.

Our many environments are abuzz with many energetic systems, only some of which we can see (light), or hear (music),
or feel (exhilarating negative ions following a refreshing storm). The ABPA is a unique and valuable resource to a qual-
ity life. It makes energetic patterns. If you would like to learn more about the research upon which the ABPA is based,
you can learn a lot by looking at biophoton energy and a small sliver of science known as etherical theoretical quantum
mechanics.

This User Manual has been prepared with the hope that you will find it helpful to better understand the ABPA and its
intimate connection with biophoton energy technology. This information has been formatted so that you can remove
your new ABPA directly from its packing box, read this User Manual, and begin using your ABPA immediately. This User
Manual will make it easy for you to do that.

Throughout this User Manual, we will frequently use the words "Subject” and “Research Subject”. This could mean liv-
ing objects (such as human beings, dogs, cats, horses, pets, fish) or botanicals (such as plants, seeds, food, trees, yards,
fields, farms, ranches) or non-living objects (such as rooms, homes, offices, vehicles, hot tubs, swimming pools). And
you'll probably be able to think of more "Subjects” than we listed here!

After you have become familiar with the operation of the ABPA and have used it a while, if you have questions or feel
you would like more information, or would like to have your ABPA software and hardware updated every year or two,
please contact the ABPA Service and Repair Center at its website, www.A2SRC.com.

The ABPA cannot be used for harmful, negative, or detrimental purposes. There are Safety Codes built into the software
of the ABPA so that it becomes ineffective if it is tampered with. Some of the concepts connected with the software are
proprietary and known only to the inventor and engineer, Alan Back. Please join us in not asking him to divulge any of
them - of course, we'd all like to know what they are, but let's be good-natured about it and don't ask!
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"Amid all the mysteries by which we are sur-
rounded, nothing is more certain than that we

are ever in the presence of an Infinite and Eter-

nal Energy from which all things proceed."

-- Herbert Spender, writer and philosopher

ABPA: The ABPA is a highly sophisticated, advanced instrument that
detects subtle energy by scanning a Research Subject. It recognizes
Energetic Patterns, then creates an Isopathic Countermeasure to
assist recovery. The goal is to reduce the negative effects of various
types of stress which can overload the energy handling system of
the body. At the same time it is designed to increase the usable en-
ergy, improving the overall function and performance of the body's
self-regulating mechanisms. Natural healing enthusiasts around the
world use this strategy to maintain a healthy state for themselves,
their families, and pets. There is no diagnosis. In fact, you don't even
have to know what's wrong with the Research Subject.

ABPA ACCESSORIES: The Device Interface Cable interfaces the ABPA
with other devices, such as computers, frequency generators (such
as the GB-4000), and CD players (to be used with meditative CDs
with frequencies encoded). The ABPA website, A2SRC.com, should
be contacted first to ask about interfacing the ABPA with any other
electronic devices. Should any damage occur to the ABPA without
first checking with the Service and Repair Center, the Warranty for
the ABPA could be invalidated.

ABPA BENEFITS: At any given point in time, the body believes it is in
good health. Even though it may be going downhill fast, the body
still believes it is in good health. The body does not have any refer-
ence or memory of what bad health is. It has no way to remember
good health from bad health. What the ABPA does is re-teach the
body what good health is, not just what the body believes good
health is. Also, the ABPA can be used to enhance the viability and
strength of seeds used for planting. It can augment germination
rates and enhance growth. The ABPA can also adjust to what the
Subject’s body can accept continuously. The ABPA is an experimen-
tal device, not a medical device. If the Subject’s recovery has begun
but at various times reaches a plateau, use the "Quick-Fix" proce-
dure found in the “Top Ten Procedures” instructions, from 1 to 5
times per day.

ABPA COMPONENTS: The ABPA is lightweight (about 3 pounds),
small (11-1/2" by 10-1/2" by 4"), and durable. The casing is ABS
Plastic (15%-35% Acrylonitrile, 5%-30% Butadiene, 40%-60% Sty-
rene) which has very low emissions and is recognized for its minimal
leeching properties. The white skin on the face of the ABPA is vinyl,
durable to heat and cold, and resistant to ultraviolet light. All these
things are very important to chemically-sensitive people.

ABPA CONCEPT IN A NUTSHELL: The design concept of the ABPA is
that it scans the energetic field of a Subject. It also scans for stress-
ors that may be compromising the health and vitality of the Subject.
Once the stressors are recognized, they are analyzed. Then the ABPA
selects electro-energetic Isopathic Countermeasures to offset the
stressors, and transmits those Countermeasures to the Subject
(regardless of the distance from the ABPA to the Subject). Wow!
What a concept!




€ (

(

(

CCCC

(

13

Antidote alance ON
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Copy Neutralize OFF

Antidote Balance ON

@ auo @\

Copy Neutralize

ABPA HISTORY: The ABPA was first developed in 1988 by Alan Back.
Its several versions have been known as the “Advance Bio-Photon
Analyzer”, the "Clinical Bio-Photon Analyzer”, the "Advance Unit",
the "Al", and the "A2". It was originally developed for chemically-
sensitive Subjects to help take the stress off their physical, energetic,
and nervous systems. This technology is now being accepted by
people who may have been skeptical about it in the past. It focuses
on restoring the normal form and function of a Research Subject’s
subtle bio-electro-energetic system.

ABPA IS A NON-SIRM UNIT: The ABPA is a non-SIRM unit, meaning
it is a non-Stress Induced Reagent Module.

ABPA IS NOT: The ABPA is not a radionics machine. It does not use
scalar technology. It does not transmit Hz frequencies.

ANNA: These letters form an acronym for ANtidote, Neutralize +
Auto, auto. They refer to the main procedure that can be easily
memorized to complete a process of scanning a Subject (by way of
photograph placed in the Sample Well or by way of biological sam-
ple placed in the INPUT Well) and then making an Isopathic Remedy
or Countermeasure.

ANTIDOTE - AUTO - COPY SWITCH: This toggle switch set in the
“Antidote” (upward) position is used exclusively to Antidote. It does
not balance or copy. It Antidotes to create a remedy to counteract
the energetic effects or patterns of poisons and toxins in the Sub-
ject. It scans for detrimental energy patterns which may be causing
stress to the Research Subject.

This toggle switch set in the “Auto” (center) position is used when
there is no particular criteria for setting it in either the "Antidote” or
"Copy” position. In the “Auto” position the unit will determine by
itself what it needs to do to maintain balanced, etheric frequency
patterns in the Research Subject. The ABPA will choose the best fre-
quency patterns to send to the Research Subject based on its intelli-
gent internal software. It will determine if the Research Subject is in
a state of deficit or in a state of excess. If you are uncertain as to
which position to set this toggle switch in, always select "Auto”, and
the ABPA will make its own decision.

This toggle switch set in the "Copy” (downward) position will copy
resonant frequency patterns from one substance into another sub-
stance or Subject. This is especially useful for homeopathic practitio-
ners who wish to copy the energy from one homeopathic substance
to another. Some researchers have found this procedure helpful in
order to copy food supplements, vitamins, minerals, and other nutri-
ents. The percentage of any original substance that you can copy
will vary with conditions which none of us understands. However,
many practitioners are able to determine the amount of copying
capability by using kinesiology, muscle testing, pendulum testing, or
dowsing.
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BALANCE - AUTO - NEUTRALZE SWITCH: This toggle switch set in
the “Balance” setting is used to bring the subject into a state of
equilibrium and normal form and function. This is done by the appli-
cation of a countermeasure designed to balance the subject’s ener-
getic system or energy field. This concept of balance is especially
useful if the conditions causing stress on the system are unknown, It
simply assists to bring the subject into a general state of balance
and well-being.

This toggle switch set in the “Auto” (center) position is helpful if the
conditions causing the stress are unknown. In the “Auto” position
the unit seeks to discover, by way of scanning, detrimental informa-
tional patterns which might be causing stress on the system. The
ABPA continually monitors the balance point of the subject and de-
termines the best energetic frequency patterns to transmit.

This toggle switch set in the “Neutralize” position scans the research
subject for detrimental, unbalanced energetic patterns and transmits
the appropriate countermeasure. The unit focuses its scanning capa-
bility specifically on detrimental informational fields in the subject
and the subject’s immediate vicinity or nearby environment.

BIOPHOTONS: Biophatons, or ultraweak photon emissions of bio-
logical systems, are weak electromagnetic waves in the optical range
of the spectrum - in other words: light. All living cells of plants, ani-
mals, and human beings emit biophotons which cannot be seen by
the naked eye, but can be measured by special equipment devel-
oped by German researchers. This light emission is an expression of
the functional state of the living organism and its measurement
therefore can be used to assess this state. Biophoton energy is
stored in the DNA molecules of the nuclei of cells of an organism.
Researchers have learned that cells can actually communicate with
each other, regardless of the physical distance between them.

BOOKS HELPFUL TO UNDERSTAND SUBTLE ENERGY RESEARCH
WORK: “Vibrational Medicine: New Choices for Healing Ourselves”
by Richard Gerber, M.D.; "The Body Electric: Electromagnetism and
the Foundation of Life” by Robert O. Becker and Gary Selden;
“Energy from the Vacuum"” by Tom Bearden.

BOOSTING: Boosting can be done with herbs (such as ginseng,
which is goof for the immune system) in bottles. You can create an
ispoathic remedy that is tuned specifically to your energetic body
and then increase the potency of the remedy.

CAMERA AND FILM: The right camera to use is a Polaroid. The right
film to use is Polaroid 600 Film (either Color, or Black and White)
because it has the least amount of chemicals to create the image.
Only Polaroid 600 Film should be used because the ABPA and its
software have been calibrated to only that specific type of film. Po-
laroid 600 Film contains silver halide particles (which capture both
the positive and negative images simultaneously) that are capable
of storing the energetic representation of the Subject at the time
the photograph is taken. There is a high silver halide emulsion in the
layering of Polaroid 600 Film. Those silver particles are very ener-
getic, and that energy can be picked up in the photograph of the
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Polaroid Film 600

We are sorry to see the Polaroid 600 Film go,

There were many units and instruments that depended on the film to complete the Bio Feed
back loop. The ABPA was one of those that needed the film. However when I made the instru-
ment I gave the user other options to use if they did not have access to the film or if your subject
was not willing to have a photograph taken like some Indian tribes and religious groups.

Please be aware there are many other types of film out in the world and NON of these will
work with the A2/ AM3 units.  The unit was special calibrated for just this P600 film. We are cur-
rent producing the new Digital Media Interface (DMI) . This DMI will have that ability to hold the
digital photographs ( see DMI Laws page 36 ) .

After thinking about it for a long time I decided to leave the section about the Polaroid 600 film
handling. It has came to my attention that there are still a few a very few that still have this 600 film.
I will retire this section at the end of 2010 . At the time the DMI will have it's own section to cover
the Photo coverage pages 35,36.

Contact your distributor for
more information.

Dr Alan Back
Innovative Concepts
A2SRC.COM




